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Schlusselbetatigte Mehrfachverriegelung fur Haus- und
Objekttiren

Technische Details

e Vorgerichtet fur Profilzylinder (RZ auf Anfrage)

e Mit Wechsel

e 35,40, 45,55 mm DornmaRB (weitere auf Anfrage)
e 92 mm Entfernung (RZ 94 mm Entfernung)

e 8 mm Nuss

e 20 mm Riegelausschluss

e Hauptriegel aus Stahl

Funktion

Die Ver- und Entriegelung erfolgt durch zwei Schlisselumdre-
hungen. Die Falle wird mit dem Schlissel Gber den Wechsel
eingezogen. Von innen kann die Falle auch tiber den Driicker

eingezogen werden.

Vorteile

e Der modulare Aufbau sorgt fur flexible Einsatzmoglich-
keiten

e Robust und langlebig — getestet auf mind. 200.000 Betati-
gungen

e Reduzierte Lagerkosten durch jederzeit nachrustbare
Zusatzkomponenten

e Leichte Bedienung und hohe Verriegelungskrafte durch
prazise Getriebeauslegung

¢ Lange Lebensdauer durch den Einsatz hochwertiger Mate-

rialien, wie z.B. Sintermetall-Zahnrader und Stahlriegel
e Rechts und links verwendbar
e Feuerschutz-Ausfihrung optional (9 mm Nuss)
o Zertifiziert gemaB DIN 18251 und EN 15685
e V/dS-Anerkennung Klasse C (Typ 3 und Typ 11)

e Systemprufungen gemaB EN 1627 ff. mit Typ 3 bis RC3 und
mit Typ 11 bis RC4 durchgeftuhrt

3-70

Key-operated multipoint locking system for doors in resi-
dential and non-residential buildings.

Technical details

e Prepared for profile cylinder (RC on request)
e Latch retractable via key

e 35,40, 45, 55 mm backset (others on request)
* 92 mm centre (RC 94 mm centre)

¢ 8 mm follower

e 20 mm bolt throw

e Main deadbolt is made of steel

How it works

The door is locked and unlocked by turning the key twice. The
latch is likewise withdrawn using the key. On the inside the

latch can also be retracted using the lever.

Benefits

e Modular system makes it suitable for a wide range of appli-
cations

e Sturdy and durable - tested to withstand at least 200,000
operating cycles

e Lower warehousing costs because additional components
can be retrofitted at any time

e Easy operation and powerful locking strength thanks to
precision transmission design

¢ Long service life due to high-quality materials, e.g. sintered

metal cogs and steel bolts
¢ Non-handed use
e Fire-resistant design as option (9 mm follower)
e Certified according to DIN 18251 and EN 15685
e \/dS approval class C (type 3 and type 11)

e System tested to EN 1627 ff. and found to comply with the
requirements of RC3 (type 3) and RC4 (type 11)
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Optionen | Options

1
Verlangerungen Typ 3, 8, 11 Sperrbigelschloss Zusatzriegelschloss
Extensions types 3, 8, 11 Access restriction lock Additional deadbolt lock
Details Seite 3-215 | Details page 3-215 Details Seite 3-217 | Details page 3-217 Details Seite 3-218 | Details page 3-218

2

Kurbelfalle Rollfalle Fallenabdeckung
Soft latch Roller latch Latch cover plate
Details Seite 3-219 | Details page 3-219 Details Seite 3-219 | Details page 3-219 Details Seite 3-219 | Details page 3-219

4
E-Offner und Fallenrutschen Funkempfanger fiir Elektro-Turéffner Riegelschaltkontakt 5
Electric strikes and latch slides Radio receiver for electric strikes Deadbolt switching contact —
Details Seite 3-287 | Details page 3-287 Details Seite 3-229 | Details page 3-229 Details Seite 3-230 | Details page 3-230

6
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Optionen | Options

1
Riegelschaltkontakt Typ 4/11 Aufbohrschutz-Platten Gewindefurchende Spezialschraube
Deadbolt switching contact type 4 /11 Anti-drilling device plates Special self-tapping screw
Details Seite 3-231 | Details page 3-231 Details Seite 3-232 | Details page 3-232 Details Seite 3-234 | Details page 3-234
2
Klemmplatte
Clamping plate
Details Seite 3-234 | Details page 3-234
4
5
6
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Edelstahl | Stainless steel

1020 1546 1670 - 1870 L/R M23521Z8NJ 9289039 4
35 92 8 1020 1790 1870-2170 L/R M2352158NJ 9271218 4
35 92 8 1020 1990 2170-2400 L/R M2352F58N)J 9272260 4
40 92 8 1020 1546 1670- 1870 L/R M24021Z8NJ 9299731 4
40 92 8 1020 1790 1870-2170 L/R M2402158NJ 9272307 4
40 92 8 1020 1990 2170 - 2400 L/R M2402F58N)J 9272277 4
45 92 8 1020 1546 1670 - 1870 L/R M24521Z8NJ 9292060 4
45 92 8 1020 1790 1870-2170 L/R M2452158NJ 9271232 4
45 92 8 1020 1990 2170 - 2400 L/R M2452F58N)J 9272345 4
55 92 8 1020 1546 1670 - 1870 L/R M25521Z8NJ 9289084 4
55 92 8 1020 1790 1870-2170 L/R M2552158NJ 9274615 4
55 92 8 1020 1990 2170 - 2400 L/R M2552F58N)J 9296785 4
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